
PROPOSED REAR STAIR

PROPOSED NEW PARKING SPACE 
AT LOCATION OF EXIST GARAGE 
TO BE REMOVED (DASHED). 
REMNANTS OF GARAGE WALL TO 
BE REUSED AS RETAINING WALLS

PROPOSED 3RD FLOOR 
ADDITION OVER EX 2 
STORY MASONRY 
ROWHOUSE (SHADED)

PROPOSED 2 STORY ADDITION 
& CELLAR (HATCHED) 

25.0'

EX DECK TO BE REMOVED

NEW STAIRS TO GRADE
FROM PARKING

SILT FENCE ABOVE EX 
RETAINING WALL

16.0'

10'-0" MAX FROM REAR 
WALL OF ADJOINING 
ROWHOUSE

DIM 'A':
PROVIDE 10'-2" 
CLEARANCE FROM 
ADJOINING 
NEIGHBOR'S CHIMNEY 

EX CHIMNEY

PROPOSED BALCONY AT 
3RD FLOOR (DASHED)

32.2'

35.8'

4.0'

10.2'

25.0'

DIM 'A'

DIM 'A'

DIM 'A'

PARKING
SPACE

19.0' +/-

24.6' +/-

EQ EQ

AS BUILT FULL DEPTH & 
WIDTH ROOFTOP DECK AT 
3RD FLOOR W/ PARAPET

AS BUILT ADDITION 2.8 FT 
+/- BEYOND 10'-0" MAX

16'-0" AS INDICATED IN 
WALL CHECK SURVEY 
DATED 9/19/2018

3'-10" HIGH MANSARD 
PARAPET AT THREE SIDES

ROOF ACCESS 
PENTHOUSE (3'-10" 
ABOVE PARAPET)

3'-10" HIGH 
PARAPET WALL

MECH EQUIP 
AT ROOF

LOT 36
2,000.98 S.F. (REC)
2,004 S.F. (SURV)

EX 2-STORY
BRICK & FRAME

 #4414

GENERAL NOTES
1) THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE 
COORDINATION OF THE WORK OF ALL SUBCONTRACTORS AS 
REQUIRED TO COMPLETE THE WORK,  AND SHALL VERIFY 
THAT ALL WORK IS DONE TO THE HIGHEST DEGREE OF 
CRAFTSMANSHIP BY JOURNEYMEN OF THE RESPECTIVE 
TRADES. 

2) THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS, AND 
SHALL  WORK TO CRITICAL ALIGNMENTS AS INDICATED ON 
THE  DRAWINGS, AND SHALL NOT SCALE THE DRAWINGS FOR 
MEASUREMENTS. 

3) IF ANY DISCREPANCIES IN DIMENSIONS OR CONDITIONS 
ARE  FOUND, THE CONTRACTOR SHALL CONTACT THE 
ARCHITECT FOR CLARIFICATION PRIOR TO PROCEEDING 
WITH THAT PORTION OF THE WORK.

4) THE CONTRACTOR SHALL MAINTAIN THE SITE CLEAN AND 
FREE  OF DEBRIS.  THE CONTRACTOR SHALL MAINTAIN THE 
SITE AND JOB CONDITIONS IN SUCH A MANNER AS TO 
PROTECT FROM INJURY ALL PERSONS AND PROPERTY. 

5) PROVIDE FOR THE DEMOLITION OF ALL EXISTING ITEMS 
WHICH WILL INTERFERE WITH THE WORK.  PROVIDE 
MECHANICAL, ELECTRICAL AND PLUMBING DEMOLITION AS 
MAY BE REQUIRED. 

6) PROVIDE BRACING AND SHORING AS REQUIRED TO 
PROTECT EXISTING CONSTRUCTION TO REMAIN FROM 
DAMAGE, AS WELL  AS TO PROTECT PERSONS AND PROPERTY.  
VERIFY ALL BEARING CONDITIONS PRIOR TO BEGINNING 
DEMOLITION.
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ZONING SUMMARY

ALL WORK SHALL BE DONE IN STRICT CONFORMANCE WITH 
THE FOLLOWING BUILDING CODES, AS APPLICABLE, AS WELL 
AS ANY AND ALL OTHER APPLICABLE CODES, REGULATIONS 
AND ORDINANCES.

TITLE 12 DCMR, DC CONSTRUCTION CODES SUPPLEMENT 
(2013)
2013 DISTRICT OF COLUMBIA BUILDING CODE (DCBC)
2013 DISTRICT OF COLUMBIA PROPERTY MAINTENANCE CODE
2013 DISTRICT OF COLUMBIA GREEN CONSTRUCTION CODE
2013 DISTRICT OF COLUMBIA ENERGY CONSERVATION CODE
2013 DISTRICT OF COLUMBIA FIRE CODE
2013 DISTRICT OF COLUMBIA MECHANICAL CODE
2013 DISTRICT OF COLUMBIA PLUMBING 
2012 INTERNATIONAL EXISTING BUILDING CODE WITH DC 
SUPPLEMENT (IEBC)

USE AND OCCUPANCY CLASSIFICATION: R-3

CONSTRUCTION CLASSIFICATION: TYPE VB
NFPA 13D AUTOMATIC SPRINKLER SYSTEM REQUIRED

HEIGHT LIMITATION: 3 STORIES +1 (SPRINKLERING) / 40 FT + 
20 FT. (SPRINKLERING)
BUILDING HEIGHT: 3 STORES + CELLAR / 40.25 FT

AREA LIMITATION: UNLIMITED

IEBC CLASSIFICATION: ADDITION & ALTERATION LEVEL 3

SUBJECT PROPERTY

     LOT INFORMATION FROM HOUSE LOCATION SURVEY
     BY: SNIDER & ASSOCIATES, LAND SURVEYORS, 06/07/2017

     4441 9TH STREET, NE
     WASHINGTON, DC 2007

     LOT: 36 SQUARE: 3020 ZONE: R-3

USE INFORMATION

     EXISTING USE:  ROW DWELLING / SINGLE FAMILY
     PROPOSED USE:  ROW DWELLING / SINGLE FAMILY 
     W/ ACCESSORY APARTMENT
 
GENERAL RULES

     GREEN AREA RATIO
N/A PER  C-601.2 

     VEHICLE PARKING
PARKING SPACES REQUIRED: 1
EXISTING PARKING SPACES: 1
PROPOSED PARKING SPACES: 1

DEVELOPMENT STANDARDS

     LOT WIDTH
LOT WIDTH MINIMUM: 20 FT.
LOT WIDTH EXISTING:  25 FT.

     LOT AREA
LOT AREA MINIMUM: 2,000 SQ.FT.
LOT AREA EXISTING:  2,001 SQ. FT.

     FLOOR AREA RATIO
N/A IN R-3 ZONE

     COURTS
N/A IN R-3 ZONE

     HEIGHT
MAXIMUM HEIGHT:  40 FT. / 3 STORIES
EXISTING HEIGHT:  28.5  FT.  +/- / 2 STORIES + CELLAR
PROPOSED HEIGHT:  33.7  FT. / 3 STORIES + CELLAR

 
     LOT OCCUPANCY

MAXIMUM LOT OCCUPANCY: 60% (1201 SQ.FT)

EXISTING LOT OCCUPANCY: 61.3% (1226 SQ.FT 
INCLUDING DECK, GARAGE, & PORTION OF FRONT 
PORCH IN PROPERTY LINE)

PROPOSED LOT OCCUPANCY: 62.7% (1254 SQ. FT 
INCLUDING FRONT PORCH IN PROPERTY LINE)
SPECIAL EXCEPTION REQUIRED
EXCEEDS COVERAGE BY 2.7%

     FRONT SETBACK
REQUIRED FRONT SETBACK: IN RANGE
EXISTING FRONT SETBACK: IN RANGE
PROPOSED FRONT SETBACK: NO CHANGE

     REAR YARD
MINIMUM REAR YARD: 20 FT
EXISTING REAR YARD: 27.5 FT +/- (AT DECK)
PROPOSED REAR YARD: 24.6 FT

 SPECIAL EXCEPTION REQUIRED
ADDITION AT 12.8' +/- FROM REAR WALL OF 
ADJOINING ROWHOUSE EXCEEDS 10'-0" MAX 
ALLOWED PER D306.3 BY 2.8' 

     SIDE YARD
MINIMUM SIDE YARD: NOT REQUIRED.

     PERVIOUS SURFACE
MINIMUM REQUIRED PERVIOUS SURFACE: 20%
PROPOSED PERVIOUS SURFACE: 27%

     ACCESSORY APARTMENT
MINIMUM GROSS FLOOR AREA:   1,200 SQ. FT.
PROPOSED GROSS FLOOR AREA:  4,301 SQ. FT.

MAXIMUM ACCESSORY APARTMENT AREA PER GFA 
OF HOUSE: 35% (1,505 SQ. FT.)
PROPOSED ACCESSORY APARTMENT AREA PER GFA 
OF HOUSE: 25% (1,095 SQ. FT.)

FROM GOOGLE MAP AREAL SATELLITE VIEW, 10/10/2018
WITH SUPPLEMENTAL INFORMATION BY: AHMANN LLC ARCHITECTURAL SERVICES

ARIAL VIEW OF PORTION OF SQ. 3020

9th Street,  NW

Allison Street,  NW

G
eorgia Avenue  NW

Public Alley

Public Alley

4414

A-0
A-1
A-2
A-3
A-4
A-5

FROM HOUSE LOCATION SURVEY BY: SNIDER & ASSOCIATES, LAND SURVEYORS, 06/07/2017
WITH SUPPLEMENTAL INFORMATION BY: AHMANN LLC ARCHITECTURAL SERVICES
SCALED TO FIT SHEET = 1:20

SITE DIAGRAMCOVER SHEET & NOTES
PLAN - CELLAR & 1ST FLOOR
PLAN - 2ND & 3RD FLOOR
PLAN - ROOF & DETAILS
ELEVATIONS - SIDE
ELEVATIONS - FRONT & REAR

4

4

4

OMIT

4

Permit Revision 4 Issue, October 18, 2018
ADDITION & RENOVATIONS TO MALCOLM RESIDENCE

4414 9th Street NW, Washington, DC 20011

4

4

4

4

4

4

4
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BEDROOM #1

BOILER

WH

PROPERTY LINE 

BATH

BEDROOM #2

3'-0"x5'-0"
shower

COVERED
ENTRY

12'-0" X 11'-10"

KITCHEN
13'-8" X 10'-2"

LIVING RM
14'-8" X 11'-10"

CL

CONCRETE SLAB
LOWERED 12" +/-

SURFACE 
MOUNT ELEC. 
SUB-PANEL*

SURFACE MOUNT  RELO 
ELEC. PANEL. PROVIDE 
30"W X 36"L X 78"H 
CLEARANCE IN FRONT 
OF ELEC. PANEL (TYP)

ACCESSORY
APARTMENT

REMOVE EX BAY, 
PATCH & REPAIR 
MASONRY AS REQ'D

AHU

WH

ENLARGE EX MASONRY 
OPN'G FOR NEW EGRESS 
WINDOW

REF

EX BULKHEAD, MINIMIZE DIM 
IF POSSIBLE, FIELD VERIFY

A
L

IG
N

VENT RANGE, 
DRYER, WH & BOILER 
TO REAR. PROVIDE 
WALL CAP (TYP)

RATED WALL ASSEMBLY 
(TYPE 2 & TYPE 3)

INTERIOR 
FOUNDATION DRAIN

CELLAR
HVAC UNIT

SEE 
FOUNDATION 
PLAN 

2
'-

6
" 

X
 6

'-8
"

5'-0" X 6'-8"

3'-0" X 6'-8"

2'-6" X 6'-8"

SUMP
PUMPSTORAGE

DN 1 R 
@ 6"

1HR RATED
DOOR

STC 50 CEILING RATED 
ASSEMBLY, SEE SHEET A-0c 
AT ENTIRE CELLAR CEILING

VENT LOCATED IN 
DROPPED CEILING 
SET BELOW FIRE 
RATED CEILING

PROPERTY LINE 

10'0" MAX FROM REAR WALL OF
ADJOINING ROWHOUSE AT BAY2.8'  +/-

AS BUILT ADDITION 2'-8" 
BEYOND MAX ALLOWED

3'-0"
vanity

WD

DN

FIRST FLOOR PLAN 
SCALE: 1/4" = 1'-0"2

WALL NOTE:
ALL NEW INTERIOR STUD WALLS 2X4 
UNLESS OTHERWISE NOTED

NEW WALL

EXIST WALL

UP

STAIR HALL

LIVING ROOMDINING ROOM

KITCHEN

PORCH

PROPERTY LINE 

OVENS

REF

PANTRY

BATH #1

BEDROOM #1

POWDER
RM

6"

5'-0" X 3'-0" 
SHOWER

A
L

IG
N

36"
VANITY

PROVIDE 
FILLER 
STRIP

2'-4" X 6'-8"

2'-6" X 6'-8"

NEW 
MASONRY 
OPN'G 

EXPAND EX 
DROPPED 
CEILING

MATCH DIM 'A' EX DIM 'A'

ALIGN

DN

PT. DECK 
BDS. & 
RAILING

2'-6" X 6'-8"

PROPERTY LINE 

AS BUILT ADDITION 2'-8" 
BEYOND MAX ALLOWED

REMOVE EX 
CHIMNEY @ 
ALL LEVELS

REMOVE EX 
BAY @ ALL 
LEVELS

10'0" MAX FROM REAR WALL OF
ADJOINING ROWHOUSE AT BAY2.8'  +/-

4

4

4
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SECOND FLOOR PLAN
SCALE: 1/4" = 1'-0"1
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THIRD FLOOR PLAN
SCALE: 1/4" = 1'-0"2
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WALL NOTE:
ALL NEW INTERIOR STUD WALLS 2X4 
UNLESS OTHERWISE NOTED

NEW WALL

EXIST WALL

PROPERTY LINE 

BATH #3

BEDROOM #4

3RD FLOOR
STAIR HALL

CL

CL

CL

HVAC

DN

14'-2" X 13'-2"

6'-0" X 10'-0"

10'-2" X 5'-3"

14'-0" X 13'-2"

DECK

2X6 WALLS, 
VERIFY W/ STRUC 

6'-0"

4'-0"
VANITY

6'-0" X 3'-0"
SHOWER

3'-0"

10'-6"

5
'-

6
"

3'-1" 3'-1"ALIGN WALL W/ 
BEARING WALL 
BELOW 

1'-10"+/-

REMOVE EX 
CHIMNEY @ 
ALL LEVELS

2'-0" X 6'-8" POCKET

3'-0" X
5'-2"

SHOWER

6'-0" X 6'-8"

3
'-

0"
 X

 6
'-

8
"

3
'-

0"
 X

 6
'-

8
"

2
'-

6
" 

X
 6

'-8
"

2'-6" X 6'-8" POCKET

2'-6" X 6'-8" 2'-6" X 6'-8"
2'-6" X 6'-8"

3'-3"

REMOVE EX 
BAY @ ALL 
LEVELS

RATED WALL 
ASSEMBLY (TYPE 3)

4
'-0

"*

9'
-7

"

*FIRE-TREATED PLYWOOD 
DECK SHEATHING @ 4'-0" 
MIN FROM PROPERTY LINE

UP

OPEN TO
BELOW

DURADEK

DURADEK 
RAILINGS

PROVIDE 10'-2" CLEARANCE FROM 
ADJOINING NEIGHBOR'S CHIMNEY 
(RADIUS SHOWN DASHED)

PROPERTY LINE 

BALCONY OMITED 
FROM PROJECT

BATH #4

BEDROOM #5

AS BUILT ADDITION 2'-8" 
BEYOND MAX ALLOWED

SCUPPER

SCUPPER

1/4" Slope

1/
4

" 
S

lo
pe

SCUPPER

SCUPPER

1/
4

" 
S

lo
pe

MASONRY 
PARAPET

RATED WALL 
ASSEMBLY (TYPE 3)

EXIST ADJACENT
ROOF

3
'-0

"

EXIST  
PARAPET 
BELOW

EXIST PARAPET & 
PORTION OF EXIST 
ROOF TO REMAIN

10'0" MAX FROM REAR WALL OF
ADJOINING ROWHOUSE AT BAY2.8'  +/-

DN

BEDROOM #3

UP

BEDROOM #2

OFFICE

BATH #2

PROPERTY LINE 

9'-8" X 6'-5"

stacked
w/d

MASTER
BEDROOM

MASTER BATH
7'-0" X 11'-3" CL

NEW MASONRY OPN'G FOR 
EGRESS WINDOW

DN 1 R 
@ 6"

7'-0" 
VANITY

2'-8" X 6'-8" 2'-8" X 6'-8"

4
'-

0"
 X

 6
'-

8
"

4
'-

0"
 X

 6
'-

8
"

3
'-

0"
 X

 6
'-

8
"

2'-6" X 6'-8" 2'-0" X 6'-8"

ALIGN 3
'-

6
"

2'-11"*

* COORDINATE CL. DEPTH
W/ OWNER SELECTED

STACKED WASHER/DRYER

3'-8"

A
L

IG
N

A
L

IG
N

A
L

IG
N

CL WINDOW BELOW

RATED WALL 
ASSEMBLY (TYPE 3)

4'-0" X 5'-4"
SHOWER

MASTER
CL.

PROPERTY LINE 

AS BUILT ADDITION 2'-8" 
BEYOND MAX ALLOWED

REMOVE EX 
CHIMNEY @ 
ALL LEVELS

REMOVE EX 
BAY @ ALL 
LEVELS

10'0" MAX FROM REAR WALL OF
ADJOINING ROWHOUSE AT BAY2.8'  +/-

4

4

4
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ROOF PLAN
SCALE: 1/4" = 1'-0"1

RAILING DETAIL
SCALE: 1-1/2" = 1'-0"2

4/4 CEMENT BD TRIM

SM-42 CROWN

LWM-46 
RAKE(SMOOT)

5/4 CEMENT BD TRIM

3/4 CEMENT BD PANEL

ALUM. 
FLASH

1X6 AZEK TRIMBOARD

DORMER DETAIL
SCALE: 1" = 1'-0"3

DURADEK RAILING DETAILS
SCALE: N/A4
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O
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D
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N

S
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O
O
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&
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A
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S
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A
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/4
" =
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'-0

"

OMIT DURADEK
RAILING DETAILS

WALL NOTE:
ALL NEW INTERIOR STUD WALLS 2X4 
UNLESS OTHERWISE NOTED

NEW WALL

EXIST WALL

EXIST  
PARAPET 
BELOW

EXIST ADJACENT
ROOF BELOW

A/C EQUIPMENT 
PLATFORM, VERIFY 
DIM TO FIT PROPOSED 
EQUIPMENTA/C

PROPOSED
ROOF

(DURADEK)

28.5'

2
2

.2
'

18
"

3'-10" 
MANSARD 
PARAPET

SCUPPER

SCUPPER1/4" Slope1/4" Slope

1/
4

" 
S

lo
pe

PROPERTY LINE 

COR-A-VENT 
S-400 ROOF VENT 
@ PERIMETER

FIBERGLASS 
SHINGLE ROOF @ 
MANSARD WALLS

MASONRY 
CORNICE TO 
REMAIN, 
OVERBUILD NEW 
GUTTER & 
FLASHING ABOVE

DECK
(AT 3RD LEVEL)

REMOVE EX 
CHIMNEY @ 
ALL LEVELS

REMOVE EX 
BAY @ ALL 
LEVELS

PROVIDE 10'-2" CLEARANCE FROM 
ADJOINING NEIGHBOR'S CHIMNEY 
(RADIUS SHOWN DASHED)

PROPERTY LINE 

BALCONY OMITED 
FROM PROJECT

MASONRY 
PARAPET

AS BUILT ADDITION 2'-8" 
BEYOND MAX ALLOWED

3
'-

6
"

RATED WALL 
ASSEMBLY (TYPE 3)

14'-8"

STAIR
PENTHOUSE

DN

EXIST PARAPET & 
PORTION OF EXIST 
ROOF TO REMAIN

3'-10" 
MANSARD 
PARAPET

3'-10" 
PARAPET

3'-10" 
PARAPET

3'-10" 
MANSARD 
PARAPET

10'0" MAX FROM REAR WALL OF
ADJOINING ROWHOUSE AT BAY2.8'  +/-

6"

2
"

3"

4
"

1 1/2" X 3 1/2" HANDRAIL. 
SMOOT NO. SM-8840 

3/8" X 5/8" O.G. STOP
SMOOT NO. LWM-951 

3/4"

1 
1/

2
"

1"

3
/4

"

3/4"

CL

3
"

ROOF 
MEMBRANE

3 1/2"

O.C. 1 1/2" X 1 1/2" 
PICKETS(TYP)

3/4"

5"

1/2" QUARTER ROUND
SMOOT NO. WM-108

4

4

4

4

4
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N
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W
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N
E

X
IS

T
IN

G

PT. WD. RAILING 
& DECKING

NEW MASONRY 
OPN'G, PATCH & 
REPAIR BRICK

NEW MASONRY 
OPN'G, PATCH & 
REPAIR BRICK

PATCH & REPAIR 
BRICK OPN'G

EXTEND EX 
MASONRY 
OPN'G, PATCH & 
REPAIR BRICK

REMOVE PORTION OF 
EX MASONRY SIDE 
WALL (DASHED)

FIBERGLASS 
SHINGLE ROOF @ 
MANSARD WALLS

SCUPPER 
(TYP)

1ST FLOOR

0"

CELLAR

0"

2ND FLOOR

0"

3RD FLOOR

0"

NEW ADDITION EXISTING

SCUPPER 
(TYP)

EXIST BRICK

PROPOSED BRICK

3
'-1

0"
3

'-1
0"

3
3

' -
 8

"

B.H.M.P.
 

 

3
' -

 1
0"

 B
U

IL
D
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G

 H
E
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H

T
M

A
N

S
A

R
D
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R

A
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T
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A
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SIDE ELEVATION 
SCALE: 1/4" = 1'-0"1

E

E

R7

6

6

1 1

3a

3a

3a

2

A-3

3

A-3
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A-5

PR
O

PO
SE

D
EL

EV
A

TI
O

N
S 

- 2

N
E

W
 A

D
D

IT
IO

N
E

X
IS

T
IN

G

PT. WD. RAILING 
& DECKING

PROVIDE 10'-2" 
CLEARANCE 
FROM 
ADJOINING 
NEIGHBOR'S 
CHIMNEY 
(RADIUS 
SHOWN 
DASHED)

FIBERGLASS 
SHINGLE ROOF @ 
MANSARD WALLS

SCUPPER 
(TYP)

PROPOSED BRICK

SCUPPER 
(TYP)

1ST FLOOR

0"

CELLAR

0"

2ND FLOOR

0"

3RD FLOOR

0"

3
'-1

0"
3

'-1
0"

FRONT ELEVATION 
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ALL WINDOWS & DOORS SHALL BE JELD WEN SITELINE CLAD WOOD UNITS OR APPROVED EQ.  ALL UNITS SHALL BE PROVIDED WITH INSULATED LOW-E, ARGON 
FILLED FULL VIEW GLAZING.  ALL UNITS SHALL BE FACTORY PRIMED ON THE INTERIOR & EXTERIOR.  ALL OPERABLE UNITS SHALL BE PROVIDED WITH SCREENS.  
ALL OPERABLE WINDOWS GREATER THAN ONE-STORY ABOVE GRADE SHALL BE PROVIDED WITH A SASH LIMITER OR APPROVED EQUAL.  SASH LIMITERS SHALL 
MEET ASTM F2090-10, ALLOWING A WINDOW TO BE OPENED LESS THAN 4" WITH 60 LBF DIRECT FORCE APPLIED.  CLAD COLOR, JAMB LINER COLOR, SCREEN FRAME 
COLOR, AND HARDWARE COLOR/OPTIONS SHALL BE SELECTED BY THE OWNER.  ALL JAMB DIMENSIONS SHALL BE FIELD VERIFIED (CONTRACTOR TO VERIFY IN 
FIELD). REFER ALSO TO PROJECT SPECIFICATIONS.  WINDOW AND DOOR FABRICATOR SHALL SUPPY GLAZING MEETING OR EXCEEDING THE TEST REQUIREMENTS OF 
CSPC 16-CFR, PART 1201 FOR GLAZING IN "HAZARDOUS LOCATIONS" AS SPECIFIED IN THE APPLICABLE IRC CODE.

WINDOW & EXTERIOR DOOR SCHEDULE

ITEM               DESCRIPTION                                    MODEL NO.            

A

B

CASEMENT WINDOW SCC 3054*, **

DOUBLE HUNG WINDOW SCD 3160**

DOUBLE HUNG WINDOW SCD 3160 - SCD 3760 - SCD 3160 
W/ MULL*, **

DOUBLE HUNG WINDOW SCD 3760 - SCD 3760 
W/ MULL*, **

CASEMENT WINDOW SCC 3630 - SCC 3630 W/MULL***

CASEMENT WINDOW SCC 2436

DOUBLE HUNG WINDOW SCD 3768*, **

DOUBLE HUNG WINDOW SCD 4164*

ITEM               DESCRIPTION                             MODEL NO.             

HINGED PATIO DOOR (INSWING) 2'-8" X 6'-8" 

HINGED PATIO DOOR (INSWING) 6'-0" X 6'-8"

HINGED SOLID PANEL DOOR 2'-8" X 6'-8"

EXISTING DOOR TO REMAIN

REPLACE EX WINDOW - VERIFY JAMB & FRAME DIM IN FIELD

EXISTING WINDOW TO REMAIN

* VERIFY EGRESS SIZE AT BEDROOM
** PROVIDE AND INSTALL WINDOW SASH LIMITERS, TO ALL WINDOWS 

GREATER THAN ONE-STORY ABOVE GRADE. 
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*** PROVIDE TEMPERED GLASS AT THIS LOCATION.
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